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3 MP IR Fixed Bullet Network 

Camera 
 • Up to 3 megapixel high resolution 
 • Max. 2048 × 1536@30fps 
 • 2.8 mm/4 mm/6 mm/8 mm/12 mm fixed lens, 
optional 
 • Powered by Darkfighter 
 • H.265, H.265+, H.264+, H.264 
 •120dB Wide Dynamic Range 
 • 3D Digital Noise Reduction 
 • DC12V & PoE (802.3af) 
  • IR range: up to 30 m 
 • Support on-board storage, up to 128 GB 
 • IP67 

 

 

3 MP IR Fixed Dome Network 

Camera 
• Up to 3 megapixel high resolution 
• Max. 2048 × 1536@30fps 
• 2.8 mm/4 mm/6 mm/8 mm/12 mm fixed lens, 
optional 
• Powered by Dark fighter 
• H.265, H.265+, H.264+, H.264 
•120dB Wide Dynamic Range 
• 3D Digital Noise Reduction 
• DC12V & PoE (802.3af) 
• IR range: up to 30 m 
• Support on-board storage, up to 128 GB 
 
  
 
 • IP67, IK10 

 3 MP IR Fixed Turret Network 

Camera 
 • Up to 3 megapixel high resolution 
 • Max. 2048 × 1536@30fps 
 • 2.8 mm/4 mm/6 mm/8 mm/12 mm fixed lens, 
optional 
 • Powered by Darkfighter 
 • H.265, H.265+, H.264+, H.264 
 •120dB Wide Dynamic Range 
 • 3D Digital Noise Reduction 
 • DC12V & PoE (802.3af) 
 • IR range: up to 30 m 
 • Support on-board storage, up to 128 GB 
 • IP67 

   

 

 

https://www.hikvision.com/en/Products/Network-Camera/EasyIP-4.0/AcuSense/4MP
https://www.hikvision.com/en/Products/Network-Camera/EasyIP-3.0/8MP(4K)
https://www.hikvision.com/en/Products/Network-Camera/EasyIP-3.0/3MP


 

3 MP IR Fixed Bullet Network 

Camera 
 • Up to 3 megapixel high resolution 
 • Max. 2048 × 1536@30fps 
 • 2.8 mm/4 mm/6 mm/8 mm/12 mm fixed lens, 
optional 
 • Powered by Darkfighter 
 • H.265, H.265+, H.264+, H.264 
 •120dB Wide Dynamic Range 
 • 3D Digital Noise Reduction 
 • DC12V & PoE (802.3af) 
 • IR range: 50m, 80m, optional 
 • Support on-board storage, up to 128 GB 
 • IP67 

 

3 MP IR Fixed Cube Network 

Camera 
 • 2048 × 1536@30fps 
 • Powered by Darkfighter 
 • IR: 10 m 
 • PIR: 10m 
 • H.265, H.265+ 
 •120dB WDR 
 • Built-in Micro SD/SDHC/SDXC slot, up to 128 GB 
 • PoE 
 • EXIR 
 • Wi-Fi (Optional) 

 

3 MP Network Fisheye Camera 
 • Up to 3 megapixel high resolution 
 • 2048 × 1536 @30fps 
 • H.265, H.265+, H.264+, H.264 
 • Support 14 display modes 
 • FOV: horizontal FOV 180°, vertical FOV 180° 
 • Dual video streams 
 • DC12V & PoE (802.3af) 
 • Digital Noise Reduction 
 • Support on-board storage, up to 128 GB 
 • Up to 8m IR range 
 • -S: Audio/Alarm IO 



 

3 MP IR Fixed Mini Dome Network 

Camera 
 • 2048 × 1536 @ 30fps 
 • IR: up to 10 m 
 • H.265, H.265+ 
 •120dB WDR 
 • Built-in Micro SD/SDHC/SDXC slot, up to 128 GB 
 • Powered by Darkfighter 
 • PoE 
 • EXIR 
 • Wi-Fi (Optional) 
 

 

3 MP IR Vari-focal Turret Network 

Camera 
• 1/2.8" Progressive Scan CMOS 
 • 2048 × 1536 resolution 
 • 2.8 to 12 mm focal length 
 • Powered by Darkfighter 
 • H.265, H.265+, H.264+, H.264 
•120dB Wide Dynamic Range 
 • BLC/3D DNR/ROI 
 • IP67, IK10 
 • 4 behavior analyses and face detection 

 

3 MP IR Vari-focal Dome Network 

Camera 
 • 1/2.8" Progressive Scan CMOS 
 • 2048 × 1536 resolution 
 • 2.8 to 12 mm focal length 
 • Powered by Darkfighter 
 • H.265, H.265+, H.264+, H.264 
 •120dB Wide Dynamic Range 
 • BLC/3D DNR/ROI  
• IP67, IK10 
• 4 behavior analyses and face detection 

 


